'A\
&)

\ | INTERNATIONAL TELECOMMUNICATION UNION
N, >4

< = .

ITU-T Q.920

TELECOMMUNICATION (03/93)
STANDARDIZATION SECTOR
OF ITU

DIGITAL SUBSCRIBER SIGNALLING
SYSTEM No. 1 (DSS1)

DIGITAL SUBSCRIBER SIGNALLING
SYSTEM No. 1 (DSS1) — ISDN

USER-NETWORK INTERFACE DATA
LINK LAYER — GENERAL ASPECTS

ITU-T Recommendation Q.920

(Previously “CCITT Recommendation”)




FOREWORD

The ITU Telecommunication Standardization Sector (ITU-T) is a permanent organ of the International Telecommunication
Union. ThelTU-T is responsible for studyintechnical, operatingndtariff questionsand issuingRecommendations on
them with a view to standardizing telecommunications on a worldwide basis.

The World Telecommunication Standardization Conference (WTSC), which evegyfour years, establishetie topics
for study by the ITU-T Study Groups which, in their turn, produce Recommendations on these topics.

ITU-T Recommendatio®.920was revised by thEU-T Study Group XI(1988-1993) andvas approved bthe WTSC
(Helsinki, March 1-12, 1993).

NOTES

1 As a consequence ofraform proceswithin the Internationallelecommunication UniofiTU), the CCITT
ceased to exist as of 28 Februd893. In itsplace, thelTU Telecommunication Standardization SecdtidiU-T) was
created as of 1 Marcth993. Similarly, in this reform processthe CCIR and thelFRB have been replaced by the
Radiocommunication Sector.

In order not to delay publication tiis Recommendation, no change has been matteeitext to references containing

the acronyms “CCITT, CCIR or IFRB” otheir associated entities such as Plenasgembly, Secretariat, etEuture
editions of this Recommendation will contain the proper terminology related to the new ITU structure.

2 In this Recommendation, the expression “Administration” is uged conciseness tdndicate both a
telecommunication administration and a recognized operating agency.

O ITU 1994

All rights reserved. No part dhis publicationmay bereproduced or utilized iany form or by anyneans, electronic or
mechanical, including photocopying and microfilm, without permission in writing from the ITU.
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Recommendation Q.920

DIGITAL SUBSCRIBER SIGNALLING SYSTEM N o. 1 (DSS1)
ISDN USER-NETWORK INTERFACE DATA LINK LAYER —
GENERAL ASPECTS

(Malaga-Torremolinos, 1984; modified at Helsinki, 1993)

1 General

NOTE —This Recommendatiomwas originally written to describehe general aspects of the protoewsid procedures
specified in Recommendati@p.921 [1]. With thentroduction of Recommendatidp.922 [2], it is necessaifpr Q.920 toevolve to a
general introduction to theata linklayer protocolsandprocedures specified ihe Q.926Series of Recommendations. It is farther
study to place into proper perspective those aspects of Q.920 which apply uniquely to Q.921 in the current text.

This Recommendation describes in general tehedink access procedure ¢he D-channel, LAPD. The application of
this protocol to other channel types is for further study. Details are provided in Recomme@Qcda2ibrl].

The purpose of LAPD is tconvey informatiorbetween layer ntities across thiSDN user-network interfacesing the
D-channel.

The definition of LAPD takes into consideration the principles and terminology of:

— Recommendationx.200 [3] and X.210 [4] -Reference modednd layer service conventions for Open
Systems Interconnection (OSl);

— Recommendation X.25 [5] — LAPB user-network interface for packet mode terminals; and

— 1SO3309 [6] andSO 4335 [7] —High-level Data Link Control (HDLC¥tandardgor framestructure and
elements of procedures.

In order that LAPD can be applicabler communication in adirect user-to-user situation (e.g. PBX-to-PBX
communication over keased circuit), or in a mixed public/private network situatiba,user side and network sidrist

be designated to the adjacent data link entities. In a direct user-to-user situation, a static assignment (outsid&of the
protocol)may beused to establish the user-network relationship. dmxad public/private network situatiothe public
network assumes the network side, and the private network assumes the user side.

LAPD is a protocol that operates at the data link layer of the OSI architecture. The relationship between thdagata link
and other protocol layers is defined in Recommendation 1.320 [8].

NOTES

1  The physical layer is currently defined in Recommendatlof80 [9] and 1.431 [10] andayer 3 is defined in
Recommendation®.930 [11], Q.931 [12] and X.25 [S5References should be made to these Recommendatiotisefoomplete
definition of the protocols and procedures across the ISDN user-network interface.

2  Theterm “data link layer” is used in the main text of this Recommendéatmmever, mainly in figureandtables, the
terms “layer 2"and“L2" are used as abbreviations. Furthermore, in accordance with Recommen@af80s[11] and Q.931 [12],
the term “layer 3" is used to indicate the layer above the data link layer.

LAPD is independent of transmission bit rate. It requires a duplex, bit transparent D-channel.
The characteristics of the D-channel are defined in Recommendation 1.412 [13].

Clause 2 describes basic concepts used in this Recommendation and Recomm@riztion
Clause 3 gives an overview description of LAPD functions and procedures.

Clause 4 summarizebe servicesthat the data linkayer provides to layer and theservicesthat the data linkayer
requires from the physical layer.

Clause 5 provides an overview of the data link layer structure.

Recommendation Q.920 (03/93) 1



2 Concepts and terminology

The basic structuring technique in tlSI reference model is layeringccording to this techniquesommunication
among application processes is viewed as being logigaitjtioned into an ordered setlajers represented in a vertical
sequence as shown in Figure 1.

System Management
:

> LM : Highest layer
> |

> LM : (N +1) layer
> v (N) layer
> LM : (N —1) layer
g B

<> LM : Lowest layer

T1155470-93/d01

LM Layer management (see Figure 10)

FIGURE 1/Q.920
Layering

A data link layer service access poi(fBAP) is the point at which the data litdkyer provides services to layer 3.
Associated with each data liniyer SAP is one omoredata link connection endpoint(s). See Figure 2. A data link
connection endpoint is identified by a data link connection endpoint identifier asreeetayer 3and by a data link
connection identifier (DLCI) as seen from the data link layer.

Layer 3
L -
ayer3 entity
Data link layer service
access point
_Bi Data link connection
endpoint
Data link
Data link layer layer
entity

T1155480-93/d02

FIGURE 2/Q.920
Entities, service access points and endpoints
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Entities exist in each layer. Entities the same layerput in differentsystemswhich must exchange information to
achieve a common objective are called “peer entities”. Entities in adjacent layers interact throwgimtneinboundary.
The services provided biie data linkayer arethe combination of theervicesand functiongrovided by both the data
link layer and the physical layer.

Cooperation between data likyer entities is governed by peer-to-peer protocol specific the layer. In order for
information to be exchanged between twarare layer 3ntities, an association must be established betwedaytre3
entities in the data linkayerusing a data linkayer protocol. This association is calledata link connection. Data link
connections are provided by the data link layer between two or more SAPs (see Figure 3).

Layer 3 P N Layer 3
entity entity

Data link layer service
access point

e e

% Data link connection \'___/

endpoint

|
1
|
|
|
|
——
T1155490-93/d03

FIGURE 3/Q.920
Peer-to-peer relationship

Data link layer protocol-datainits (PDUs) areconveyed betweenlata link layer entities by means of a physical
connection, making use of physical service-data-units (SDUSs).

Layer 3requests servicdsom the data linkayer via service primitives. The same appliestfigr interaction between the
data linklayerand thephysical layer. The primitives represent, in an abstract tis@ylogical exchange afiformation
and control between the data link layer and adjacent layers. They do not specify or constrain implementation.

The primitivesthat are exchanged between the datalligkrand adjacenfayers are ofhe following fourtypes (see also
Figure 4):

a) request;

b) indication;

c) response; and
d) confirm.

The request primitive type is used when a higher layer is requesting a service from the next lower layer.

The indicationprimitive type isused by dayer providing a service to notifhe next highefayer of any specific activity
which is service related. The indication primitive may be the result of an actihg tdwerlayer related tahe primitive
type request at the peer entity.

Recommendation Q.920 (03/93) 3



Layer 3

4 3
Confirm —— |¢—— Request Indication ——p l4—— Response
L— L—
o . ™ s o ™
SAP
y
Data link layer ( )

Data link layer
peer-to-peer
protocol

T1155500-93/d04

NOTE — The same principle applies for data link layer-physical interactions.

FIGURE 4/Q.920

Primitive action sequence

The response primitive type is used by a layer to acknowledge receipt, from a lower layer, of the primitive type indication.

The confirm primitive type isised by thdayer providingthe requestedervice to confirmthat theactivity has been
completed.

Layer-to-layer interactions are specified in Recommendation Q.921 [1].

Information is transferred, in various typesdata units, betwegpeer entitieandbetween entities in adjacent layéhnat
are attached to a specific SAP, see 5.6/X.200 [3]. The data units are of two types:

—  protocol-data-units (PDUSs) of a peer-to-peer protocol; and

— interface-data-units (IDUs). Thesmay contain information relevant to thgeer entities athe ends of the
connection or information of local significance suchlager-to-layer informatiorconcerning status and
specialized service requests.

The PDUs of the layer 3 peer-to-peer protocol are carrigtiebglata link connection in tHerm of servicedata
units (SDUs). The contents ¢DUs containing layer-to-layer informatiorconcerning status and specializeervice
requests, which are of local significance, are never conveyed over a data link connection or a physical connection.

This Recommendation specifies (see also Figure 5):

a) thepeer-to-peer protocol fahe transfer of informatioand controlbetween any pair oflata link layer
service access points; and

b) the interactions between the data liaker andlayer 3,andbetween the data linkayerand thephysical
layer.

4 Recommendation Q.920 (03/93)



3.1

Data link layer/
layer 3 primitives

Data link layer/
physical layer
primitives

Layer 3 Layer 3
entity entity
Data link layer
service access point
Data link Data link layer peer-to-peer-protocol Data link
layer layer
entity entity
'\ Physical layer
service access point
Physical Physical
layer layer
entity entity

Physical connection

FIGURE 5/Q.920
Data link layer reference model

Overview description of LAPD functions and procedures

General

T1155510-93/d05

The purpose of LAPD is tconvey informatiorbetween layer ntities across thEiSDN user-network interfacesing the
D-channel. Specifically LAPD will support:

All data link layer PDUs are transmitted in frames which are delimited by flags. (A flag is a unique bit pattefrain&he

— multiple terminal installations at the user-network interface;

— multiple layer 3 entities.

structure is defined in Recommendation Q.921 [1].

Recommendation Q.920 (03/93)
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LAPD includes functions for:

a) theprovision of one omoredata link connections on a D-channel. Discrimination between the data link
connections is by means of a data link connection identifier (DLCI) contained in each frame;

b) frame delimiting, alignment and transparency, allowing recognition of a sequence of bits trarsraitied
D-channel as a frame;

c) sequence control, to maintain the sequential order of frames across a data link connection;
d) detection of transmission, format and operational errors on a data link connection;

e) recovery from detected transmission, format, and operational errors;

f)  natification to the management entity of unrecoverable errors; and

g) flow control.

Data link layer functions providehe means for information transfer between multiple combinationsladé link
connection endpoints. The information transfety bevia point-to-pointdata link connections afia broadcastiata link
connections. In the case of point-to-point information transfer, a frame is directed to a single endpoint, whilasa tfie
broadcast information transfer, a frame is directed to one or more endpoints.

Figure 6 shows three examples of point-to-point information transfer. Figure 7 shows an example of broadcast information
transfer.

Two types of operation ofhe data linklayer are definedor layer 3 information transfer: unacknowledged and
acknowledged. They may coexist on a single D-channel.

3.2 Unacknowledged operation
With this type of operation, layer 3 information is transmitted in unnumbered information (Ul) frames.

At the data linkayerthe Ulframes arenot acknowledged. Even if transmissiand format errors areletected, no error
recovery mechanism is defined. Flow control mechanisms are not defined.

Unacknowledged operation is applicable for point-to-paimd broadcast information transfer; that is, aftdimemay be
sent to a specific endpoint or broadcast to multiple endpoints assowittied specific service access point identifier
(SAPI).

3.3 Acknowledged operation
With this type of operation, layer 3 information is transmitted in frames that are acknowledged at the data link layer.

Error recoveryprocedures based on retransmission of unacknowlefdgmes are specified. lime case of errors which
cannot be corrected by the data liaer, a report téthe management entity is made. Flow control procedures are also
defined.

Acknowledged operation is applicable for point-to-point information transfer.

Layer 3 information isent in numbered informatiaif) frames. Anumber of | framesnay beoutstanding at theame
time. Multiple frame operation is initiated by a multifdemeestablishment procedure using a set asynchronous balanced
mode extended (SABME) command.

6 Recommendation Q.920 (03/93)
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FIGURE 6/Q.920
Paint-to-point data link connections
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User side Network side
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T1155530-93/d07
o— — — - Data link connection

Physical connection

B Broadcast
FIGURE 7/Q.920
Broadcast data link connection
3.4 Establishment of information transfer modes

To enable coincident operation on the D-channel of multiple datéaipek protocolsthe addresspace must be allocated
among them. The allocation of layer 2 address space is shown in Table 1.

TABLE 1/Q.920

Allocation of layer 2 addressing space to layer 2 protocols

Numeric value of the first octet Allocation to procedures
of the layer 2 address field
0-31 Q.921 and Q.922
32-62 Q.922
63 Q.921 and Q.922

3.4.1 Data link connection identification

A data link connection is identified by a data link connection identifier (DLCI) carried in the address field of each frame.

The data link connection identifier is associated with a connection endpoint identifier at the two ends of the data link
connection (see Figure 8).

8 Recommendation Q.920 (03/93)
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————— Broadcast data link connection (B)
Point-to-point data link connection

DLCI = SAPI + TEI
CEl =SAPI +CES

NOTES
1  The management entity is not shown in this figure.
2 The selection of the SAPI and TEI values is based on 3.3.3/Q.921 and 3.3.4.2/Q.921 [1], respectively.

FIGURE 8/Q.920
Overview description of the relationship between SAPI, TEI and DLCI

The connection endpoint identifier is used to identify interface-data-units passed between the data link layer and layer 3. It
consists of the SAPI and the connection endpoint suffix (CES).

The DLCI consists of two elements: the SAPI and the terminal endpoint identifier (TEI).

The SAPI is used to identify the service access point on the network side or the user side of the user-network interface.

The TEl is used to identify a specific connection endpoint within a service access point.

Recommendation Q.920 (03/93) 9



The TEl is assigned by the network, if the user equipment is of the automatic TEIl assicaegry or it ientered into
the user equipmenfor example, bythe user or the manufacturer, if the user equipment is of the non-automatic TEI
assignment category (s8et.3).

The DLCI is a pure data linlayer concept. It isised internally by the data lin&yer entityand is not known by thiayer
3 entity or management entity. In these latter entitles,concept of connection endpoint identiffeEl) will be used
instead.

The CEl is composed of the SAPI information and a reference value i@E8drhe CES is @alue selected bthe layer
3 or management entity to addreke data linklayer entity.When therelevantTEI is known by this entity, it will
internally associate the DLCI to the CEI. The layer 3 and management entities will use this CEIl to address its peer entity.

3.4.2 Data link states

A point-to-point data link entity may be in one of three basic states:

a) TEl-unassigned state i this state aTEl has not been assigned. Nayer 3 information transfer is
possible; or

b) TEl-assigned state In this state &El has been assigned by meanghsf TEI assignment procedure.
Unacknowledged information transfer is possible; or

c) Multiple-frame-established state This state is established by means of a mulfiglee establishment
procedure. Acknowledged and unacknowledged information transfer are possible.

NOTE —For the detailed description of procedures in Recommend@i®fl [1], anexpansion of the basic set of
states listed above is required.

A broadcast data link entity iglways in an information transfer state capable of only unacknowledged information
transfer (that is, TEl-assigned state).

3.4.3 TEI administration

The purpose of th&El assignment procedure is to allow a user equipment to obtain a TEl value that the data
link layer entities within the user equipment will use in subsequent communications over the data link connections.

The assigned’El value is typically common tall SAPs (if more than one) in a user equipment. The procedure is
conceptually located in the management entity.

When aTEl has been assigned, the user equipment establishes an association betiEkarttiea CES in each SAP
(that is, theDLCI is associated with €EIl). Inthe network, the corresponding associatiomé&le upon reception of the
first frame containing the assigned TElI, or at the time of TEIl assignment.

At that point in time, a data link layer peer-to-peer association has been formed.

The association between tid.Cl and CEI will be removed bythe TEI removal procedures on requefiom the
management entity when recognizing that the TEI value is no longer valid.

When in theTEl-assigned state dhe multiple-frame-established statdwe TEI check procedurenay beused by the
network to check the status ofT&l (for example, to determine if a user equipment has been disconffiextecn
installation). Optionally, the user equipment may request the network to initiate the TEI check procedure.

Examples of criteria foinitiation of the TEl assignment procedure, tfi&el check procedureand theTEI removal
procedures are described in Recommendation Q.921 [1].

NOTE —This subclause is not intended to provide a complete specification of possible criteria for establidrengpving
an association between the DLCI and CEl.

3.4.4  Establishment of multiple frame operation

Before point-to-point acknowledged information transfer can start, an exchan@A&ME frameand an unnumbered
acknowledgement (UA) frame must take place.

The multiple frame establishment procedure is specified in detail in Recommendation Q.921 [1].

10 Recommendation Q.920 (03/93)



4 Service characteristics

4.1 General

The data linkayer provides services to layeraBd to the connectiomanagemenand layer managemerdntities and
utilizes theservices provided bthe physical layerand layer management. A formalescription of the data linkayer
service provided to layer &ndlayer management is given $h2 and 4.3respectively. The layer management service
provided to the data link layer is given in 4.4.

NOTE — Communication between different layershe OSI reference modehakes use oprimitives whichare passed
across the layer boundaries. Tdieta linklayer primitives defined inthis Recommendation represent, inadstract way, thégical
exchange of informatiorand control between thedata Ink layer and adjacent layers. They do napecify nor constrain
implementations.

4.2 Services provided to layer 3

The specification of the interactions witlyer 3, (primitives) provides a description thk servicesthat the data link
layer, plus the physical layer, offer to layer 3, as viewed from layer 3.

Two forms of informatiortransfer service are associateith layer 3. The first is based on unacknowledged information
transfer at the data linlayer while the secondervice is based on acknowledged information transfémeatlata link
layer.

Layer 3 PDUs, passed to layer 2 in the form of layer 2 SDUs, are handled according to their respective layer 2 priority (see
5.2).

4.2.1  Unacknowledged information transfer service

NOTE - Inthis case the information transfer is not acknowledged atdteelinklayer. Acknowledgement procedures may
be provided at higher layers.

The information transfer is via broadcast or point-to-point data link connections.

The characteristics of the unacknowledged information transfer service are summarized in the following:

a) provision of a data link connection betwdayer 3 entitiesfor unacknowledged information transfer of
PDUs within layer 2 to convey SDUs available to layer 3;

b) identification of data link connection endpoints; and

¢) no verification of PDU arrival within the peer data link layer entity.
The primitives associated with the unacknowledged information transfer service are:
DL-UNIT DATA-request/indication

The DL-UNIT DATA-request primitive isused to request that an SDU be sent using the procddunasacknowledged
information transfer service. THEL-UNIT DATA-indication primitive indicateshearrival of an SDU received byeans
of an unacknowledged information transfer service.

4.2.2  Acknowledged information transfer service

The characteristics of the acknowledged information transfer service are summarized in the following:

a) provision of a data link connection between layer 3 entities for acknowledged information transfer of PDUs
within layer 2 to convey SDUs available to layer 3;

b) identification of data link connection endpoints;

c) sequence integrity of data link layer SDUs in the absence of malfunctions;

d) notification to the peer entity in the case of errors, for example, loss of sequence;

e) natification to the management entity of unrecoverable errors detected by the data link layer; and

f)  flow control.

Recommendation Q.920 (03/93) 11



The primitives associated with the acknowledged information transfer services are:
i) Data transfer
DL-DATA-request/indication
The DL-DATA-request primitive isused to request that an SDU be sent using the procefiurédse
acknowledged information transfer service. The DL-DATA-indication primitive indidaeearrival of an
SDU received by means of the acknowledged information transfer service.
ii) Establishment of multiple frame operation

DL-ESTABLISH-request/indication/confirm

These primitives are used, respectively, to request, indicate and confirm the establishment of multiple frame
operation between two service access points.

iii) Termination of multiple frame operation
DL-RELEASE-request/indication/confirm

These primitives arased,respectively, taequest, indicate ancbnfirm an attempt to terminate multiple
frame operation between two service access points.

4.3 Services provided to layer management

Only the unacknowledged information trans$ervice is provided to layer management in ottlat the data linkayer
management can communicate with its peer layer management.

NOTE - Inthis case the information transfer is not acknowledged atdteelinklayer. Acknowledgement procedures may
be provided by layer management.

The information transfer is via broadcashnections, but in principle information transfer can alseidgoint-to-point
connections (no applicatioffor data transfervia point-to-point connections has been identified or included in
Recommendation Q.921 [1]).

The characteristics of the unacknowledged information transfer service are summarized in the following:

a) provision of a data link connection betwdayer managemergntitiesfor unacknowledged information
transfer of PDUs within layer 2 to convey SDUs available to layer management;

b) identification of data link connection endpoints; and

c) no verification of PDU arrival within the peer data link layer entity.

The primitives associated with the unacknowledged information transfer service provided for layer management are:

MDL-UNIT DATA-request/indication

The MDL-UNIT DATA-request primitive is used to request that an SDU be sent using the prdoedunacknowledged
information transfer service for layer management. Nib&-UNIT DATA-indication primitive indicateshe arrival of an
SDU received by means of the unacknowledged information transfer service to layer management.
4.4 Administrative services
The characteristics of the administrative services currently recognized are summarized in the following:

a) assignment, checking, and removal of TEI values; and

b) data link connection parameter passing (an optional service performed on a per connection basis).

These services are considered to be conceptually provided by layer managiémeerdn the user side or the network
side. The method of describing these administrative functions uses service primitives.

12 Recommendation Q.920 (03/93)



The primitives associated with these services are:
i)  Assignment of TEI value
MDL-ASSIGN-request/indication

The MDL-ASSIGN-indication primitive izised to indicate tayer managemerthe needor a TEl value.

The MDL-ASSIGN-request primitive igsed topassthe TEI value from layer managementttte data link
layer in orderthat the user data linlayer entities can begin to communicatéth the network data link
layer entities.

ii) Removal of TEI value
MDL-REMOVE-request

This primitive isused toconvey a layer managemennction requesfor removal of a TEvaluethat has
been previously assigned via the MDL-assign primitives.

iif) Notification of error
MDL-ERROR-indication/response

These primitives areised to report error situations betwdaper managemerand the data linkayer
entities.

4.5 Model of the data link service
45.1 General

The ability of the data link layer to execute a service request by laleehds on the internal state of the datallgkr.
For thelayer 3 entity,the internal state of the data litkyer is represented ke state of that data link connection
endpoint within a data link service access point which is used by this layer 3 entity to invoke a service.

Consequently, the data linkervicemay bedefined by means of datak connection endpoint stateshereby the
capabilities provided by the data link layer and the service primitives may be related to these states.

In order to allow a data linkervice user to invoke a service by making use of primitihesDL-primitives defined in
Recommendation Q.921 [1] have to be related to: point-to-point data link connections (acknowledged or unacknowledged
transfer of information) and/or broadcast data link connections (unacknowledged transfer of information) (see Table 2).

An unconfirmed service is defined as a servitgch does not result in an explicit confirmationcénfirmed service is
defined as a servicerhich results in an explicit confirmatidinom the service-provider. There isot necessarily any
relationship to a response from the peer service-user.

TABLE 2/Q.920

Applicability of DL-primitives to information transfer modes

Point-to-point
information transfer mode Broadcast
Generic name of the information

DL-primitive Acknowledged Unacknowledged transfer mode
ESTABLISH Confirmed service
RELEASE Confirmed service
DATA Unconfirmed service
UNIT DATA Unconfirmed service Unconfirmed service
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4.5.2 Data link layer representation as seen by layer 3

4.5.2.1 Data link connection endpoint states

The states of a data link connection endpoiaty bederived from the internal states of the data litkyer entity
supporting this type of a data link connection.

4.5.2.2 Broadcast data link layer connection services

A broadcast data link connectipnovides an unacknowledged information transfer serViithin each data linlservice
access point, there is only one broadcast link connection endpoint.

The broadcast data link connection endpoint is always in the information transfer state.

4.5.2.3 Point-to-point data link connection endpoint services

A point-to-point data link connectigarovides both an unacknowledgadd acknowledgehformation transfer service.
Within each data linkservice access point, one miorethan one data link connection endpaindy bepresent, each
identified by a CES.

The acknowledged information transfer service,auidition, implies the presence of the link establishment, link
re-establishment and link release services.

The point-to-point data link connection endpoint states are:
— link connection released state
— awaiting establish state
— awaiting release state

— link connection established state

4.5.2.4 Sequences of primitives at one point-to-point data link connection endpoint
The primitives provide the procedural means to specify conceptually how a data link service user can invoke a service.

This subclause defines the constraints on the sequence in whiphintiiteres may occur. The sequences are related to
the states at one point-to-point data link connection endpoint.

The possible overall sequences of primitives at a point-to-pointlidataonnection endpoint are defined in the state
transition diagram, Figure 9. Thiak connection releasedndlink connection establishestates are stable states whilst
the awaiting establistandawaiting releaseare transition states.

4.6 Services required from the physical layer

The services provided hiie physical layer are described detail in Recommendation 1.430] or 1.431 [10]. They are
summarized in the following:

a) physical layer connection fahe transparent transmission of bits in g@meorder in whichthey are
submitted to the physical layer;

b) indication of the physical status of the D-channel; and

c) transmission of data linlayer PDUs, passed to thghysical layer inthe form of physical layeiSDUs,
according to their respective data link layer priority.
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Some of the above services may be implemented in the management entity on the user side or network side. The method of
describing these services is by means of service primitives. The primitives bétwedgita linklayer and thephysical
layer are:
i) PH-DATA-request/indication
These primitives are used to request that an SDU be sent and to indicate the arrival of an SDU.
ii) Activation
PH-ACTIVATE-request/indication

These primitives aresed to request activation of tphysical layer connectiomnd to indicate that the
physical layer connection has been activated.

iif) Deactivation

PH-DEACTIVATE-indication

This primitive is used to indicate that the physical layer connection has been deactivated.

The primitives between management entities and the physical layer are:

iv) Activation

MPH-ACTIVATE-indication

This primitive is used to indicate that the physical layer connection has been activated.
v) Deactivation

MPH-DEACTIVATE-request-indication

These primitives arased to request deactivation of thieysical layer connectioand to indicate that the
physical layer connection has been deactivated. The REQUEST is used at the network side only.

vi) Information
MPH-INFORMATION-indication

This primitive isused to indicate to usenanagement entities information regardihg physical layer
condition. Two parameters are defined: connected and disconnected.

5 Data link layer - Management structure

The data lindayer — managemestructure is shown in FigurE). This figure is a model showfor illustrative purposes
only, and does not constrain implementations.

The layer management entity (LME) provides tloe management of resourctgat have a layer-wide impact. Access to
the LME is provided by means of a specific SAPI. Functions provided by the LME are:

—  TEl assignment;
—  TEl check;

—  TEl removal.

The connection management en(i@ME) providesfor the management of resourctsat have an impact oindividual
connections. Selection of the CME is based apecific datdink layer frame typenot used in the acknowledged or
unacknowledged information transfer services. Functions provided by the CME are:

—  parameter initialization (optional);
—  error processing;

— connection flow control invocation.
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FIGURE 10/Q.920
Functional Model of the data link layer — Management

5.1 Data link procedure

This procedure analyses the control field ofdeeived framésee Recommendati@p.921 [1]) andorovides appropriate
peer-to-peer responsasd layer-to-layerindications. In addition, ianalyseshe data linklayer service primitives and
transmits the appropriate peer-to-peer commands and responses.

5.2 Multiplex procedure

This procedure analyseke flag, frame checlsequence (FCS), and addressets of a received frame. ttie frame is
correct, it distributes thérame tothe appropriate data link procedure®ck based orthe DLCI (see Recommen-
dation Q.921 [1]).

On frametransmission, this procedunsay provide datdink layer contention resolution between thiarious data link
procedure blocks. The contention resolution is based on the SAPI value, giving priority to SAPI = 0 information.

5.3 Structure of the data link procedure

The functional model dhe data link procedure in shown in Figdre The model consists of several functional blocks
for point-to-point and broadcast connections.
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FIGURE 11/Q.920
Data link procedure structure

5.4 Overall data link layer functional diagram

54.1 General

The preceding clauses provide@rerview ofthe data linkayerstructure anddentify thelayer managememind the two
procedural type&data link proceduresand “multiplex procedureThe data link proceduresomprise “broadcadink
procedures’and “point-to-point link procedures’Layer managementlies on the “layemanagement entityand the
“connection management entity”.

The data linklayer structure represents ttfimmework forthe specification ofrarious protocols related the data link
layerand to define the relationshitween the data linkyerand adjacenfayerssuch adayer 3,the physical layer and
management entities. The interactions between the data link layer and adjacent layers are modelled by service primitives.

The functional partitioning of the data lin&yer into data link procedures andultiplex procedure implies internal
signals which support the communication between these functional blocks.

5.4.2  Enhanced functional block diagram and block interaction diagram
The functional block diagram presented in Figure 12 combines the Figures 10 and 11.
The data link layer entity is structured into two main functional blocks: multiplexing and peer-to-peer protocol handling.

The multiplex procedurenapsall the data link connections to omhysical D-channel connection. The multiplex
procedure represents the user of ghgsical D-channel connection on behalftioé various data link connectionjus
has to invokahe physical layer to providés services if there is at least one ditd connection to be supported. The
function activation is conceptually included in the multiplex procedure.

The peer-to-peer procedures take place as a result of interactions between adjacent entities.

The layer management entity provides administrative services globallgetalata linklayer entities such as TEI
management.

The connection management entity provides administrative services to each of the data link layer entities.
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